
Practical: Fast opening.

Heavy-duty:  Quadruple ground stainless steel blade.
Blade holder: Holds the blade perpendicular to the pipe 
centerline.

Max thickness: 18 mm.
Square drive 14 mm (models 1 and 2) or 17 mm (model 3) across 
flats. 
A wrench or extension can be used for cutting pipes in deep 
trenches. 
Releasing the catch on the hinged lower V-shaped jaw allows the 
cutter to be positioned anywhere along the pipe. 
Stainless steel blade.

Model Ø ext. tube " Pipe O.D. mm SRD Max. thickness mm C mm kg

1 4 125 11 11,4 125 7,470

2 8 225 11,5 18 225 17,000

3 12 315 17 18 323,8 34,000

REF

211512

211522

211532

Accessories

2115 : Blade - Guillotine Pipe Cutter

See its file
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2115 : Guillotine Pipe Cutter
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7-WORKSTATION

Search by ref., products, etc.

HOMEPAGE WHO ARE WE? PRODUCTS NEW FEATURES NEWS DOCUMENTATION NETWORK CONTACT EXTRANET

Consult our
online catalogue

39, Quai de Marne - 51206 Epernay Cedex - France 

Legal notices

Conception graphique : Eurostratège - Réalisation du site : Adexos

Register for our newsletter :

Your email address

Page 1 of 1Guillotine Pipe Cutter - Virax

18/08/2015http://www.virax.com/index.php/en/p/30306/guillotine-pipe-cutter/guillotine-pipe-cutter


