
T E C H N I C A L  S P E C I F I C AT I O N S  —
G F - 8  X T E N  C R A N E  S Y S T E M



GRIP FACTORY MUNICH

#

V E R S I O N  X T E N  1

V E R S I O N  X T E N  4

V E R S I O N  X T E N  7

V E R S I O N  X T E N  2

V E R S I O N  X T E N  5

V E R S I O N  X T E N  8

V E R S I O N  X T E N  3

V E R S I O N  X T E N  6

Front extensions

5 x 150 cm / 5’

4 x 150 cm / 5’

2 x 150 cm / 5’

3 x 150 cm / 5’     +     1 x 100 cm / 3’ 3”

5 x 150 cm / 5’     +     1 x 100 cm / 3’ 3”

5 x 150 cm / 5’     +     1 x 127 cm / 4’ 2”

2 x 150 cm / 5’     +     1 x 100 cm / 3’ 3”

Rear extensions

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

1 x 160 cm / 5’ 3”

Lift range

564 cm / 18’ 6”

727 cm / 23’ 10”

1462 cm / 47’ 11”

971 cm / 31’ 10”

1506 cm / 49’ 5”

1054 cm / 34’ 7”

1660 cm / 54’ 6”

1299 cm / 42’ 8”

Max. Euro-adapter height  / 
Max. Mitchell plate height

483 cm / 15’ 10”

564 cm / 18’ 6”

950 cm / 31’ 2”

687 cm / 22’ 6”

973 cm / 31’ 11”

728 cm / 23’ 11”

1054 cm / 34’ 7”

869 cm / 28’ 6”

Arm reach

401 cm / 13’ 2”

499 cm / 16’ 4”

953 cm / 31’ 3”

647 cm / 21’ 3”

980 cm / 32’ 2”

697 cm / 22’ 10”

1078 cm / 35’ 4”

855 cm / 28’ 1”

Length of rear end

253 cm / 8’ 4”

253 cm / 8’ 4”

253 cm / 8’ 4”

253 cm / 8’ 4”

253 cm / 8’ 4”

253 cm / 8’ 4”

253 cm / 8’ 4”

253 cm / 8’ 4”

Lift capacity
(working load)

250 kg / 551 lbs

240 kg / 529 lbs

70 kg / 154 lbs

170 kg / 375 lbs

65 kg / 143 lbs

140 kg / 309 lbs

50 kg / 110 lbs

80 kg / 176 lbs

Counterweight required
for max. lift capacity

456 kg / 1005 lbs

586 kg / 1292 lbs

588 kg / 1296 lbs

600 kg / 1323 lbs

602 kg / 1327 lbs

600 kg / 1323 lbs

602 kg / 1327 lbs

526 kg / 1160 lbs

Crane & base dolly weight
excluding counterweight

315 kg / 694 lbs

332 kg / 733 lbs

378 kg / 834 lbs

351 kg / 774 lbs

383 kg / 843 lbs

359 kg / 790 lbs

394 kg / 869 lbs

367 kg / 809 lbs

T E C H N I C A L  S P E C I F I C AT I O N S  —  G F - 8  X T E N  C R A N E  S Y S T E M
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5 x 150 cm / 5’     +     1 x 127 cm / 4’ 2” 
+     1 x 100 cm / 3’ 3”  

Please note: Technical specifications are subject to change without notice.



GRIP FACTORY MUNICH

V E R S I O N  X T E N  1 V E R S I O N  X T E N  2

2

F R O N T  E X T E N S I O N S A R M  R E A C H C O U N T E R W E I G H T  R E Q U I R E D

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

2 x 150 cm / 5’ 401 cm / 13’ 2”
28 kg / 62 lbs

456 kg / 1005 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y
253 cm / 8’ 4”

250 kg / 551 lbs

315 kg / 694 lbs

1 x 160 cm / 5’ 3”

483 cm / 15’ 10” 184 cm / 6’ 

564 cm / 18’ 6”

F R O N T  E X T E N S I O N S A R M  R E A C H C O U N T E R W E I G H T  R E Q U I R E D

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

2 x 150 cm / 5’ + 1 x 100 cm / 3’ 3” 499 cm / 16’ 4”
64 kg / 141 lbs

586 kg / 1292 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y
253 cm / 8’ 4”

240 kg / 529 lbs

332 kg / 733 lbs

1 x 160 cm / 5’ 3”

564 cm / 18’ 6” 184 cm / 6’ 

727 cm / 23’ 10”

T E C H N I C A L  S P E C I F I C AT I O N S  —  G F - 8  X T E N  C R A N E  S Y S T E M
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Please note: Technical specifications are subject to change without notice.

Measurements in mm, unless otherwise specified



GRIP FACTORY MUNICH

3

F R O N T  E X T E N S I O N S A R M  R E A C H C O U N T E R W E I G H T  R E Q U I R E D

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

3 x 150 cm / 5’ + 1 x 100 cm / 3’ 3” 647 cm / 21’ 3”
130 kg / 287 lbs

600 kg / 1323 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y
253 cm / 8’ 4”

170 kg / 375 lbs

351 kg / 774 lbs

1 x 160 cm / 5’ 3”

687 cm / 22’ 6” 184 cm / 6’ 

971 cm / 31’ 10”

F R O N T  E X T E N S I O N S A R M  R E A C H

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

4 x 150 cm / 5’ 697 cm / 22’ 10”
154 kg / 340 lbs

600 kg / 1323 lbs
FOR MA X LIFT CAPACIT Y

253 cm / 8’ 4”

140 kg / 309 lbs

359 kg / 790 lbs

1 x 160 cm / 5’ 3”

728 cm / 23’ 11” 184 cm / 6’ 

1054 cm / 34’ 7”

T E C H N I C A L  S P E C I F I C AT I O N S  —  G F - 8  X T E N  C R A N E  S Y S T E M

V E R S I O N  X T E N  3 V E R S I O N  X T E N  4

Horizontal position
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C O U N T E R W E I G H T  R E Q U I R E D
TO BAL ANCE EMPT Y ARM

C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

Please note: Technical specifications are subject to change without notice.

Measurements in mm, unless otherwise specified



GRIP FACTORY MUNICH

4

F R O N T  E X T E N S I O N S A R M  R E A C H C O U N T E R W E I G H T  R E Q U I R E D

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

5 x 150 cm / 5’ 855 cm / 28’ 1”
214 kg / 472 lbs

526 kg / 1160 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y
253 cm / 8’ 4”

80 kg / 176 lbs

367 kg / 809 lbs

1 x 160 cm / 5’ 3”

869 cm / 28’ 6” 184 cm / 6’ 

1299 cm / 42’ 8”

F R O N T  E X T E N S I O N S A R M  R E A C H

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

5 x 150 cm / 5’ + 1 x 100 cm / 3’ 3” 953 cm / 31’ 3”

253 cm / 8’ 4”

70 kg / 154 lbs

1 x 160 cm / 5’ 3”

950 cm / 31’ 2” 184 cm / 6’ 

1462 cm / 47’ 11”

C O U N T E R W E I G H T  R E Q U I R E D

266 kg / 586 lbs

588 kg / 1296 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y

378 kg / 834 lbs

T E C H N I C A L  S P E C I F I C AT I O N S  —  G F - 8  X T E N  C R A N E  S Y S T E M

V E R S I O N  X T E N  5 V E R S I O N  X T E N  6

Horizontal position
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C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

Please note: Technical specifications are subject to change without notice.

Measurements in mm, unless otherwise specified



GRIP FACTORY MUNICH

5

F R O N T  E X T E N S I O N S A R M  R E A C H C O U N T E R W E I G H T  R E Q U I R E D

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

5 x 150 cm / 5’ + 1 x 127 cm / 4’ 2” 980 cm / 32’ 2”
288 kg / 635 lbs

602 kg / 1327 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y
253 cm / 8’ 4”

65 kg / 143 lbs

383 kg / 843 lbs

1 x 160 cm / 5’ 3”

973 cm / 31’ 11” 184 cm / 6’ 

1506 cm / 49’ 5”

F R O N T  E X T E N S I O N S A R M  R E A C H

L E N G T H  O F  R E A R  E N D

L I F T  C A P A C I T Y

R E A R  E X T E N S I O N S

M A X  H E I G H T P I V O T  H E I G H T

L I F T  R A N G E

5 x 150 cm / 5’ + 1 x 127 cm / 4’ 2” + 1 x 100 cm / 3’ 3” 1078 cm / 35’ 4”

253 cm / 8’ 4”

50 kg / 110 lbs

1 x 160 cm / 5’ 3”

1054 cm / 34’ 7” 184 cm / 6’ 

1660 cm / 54’ 6”

C O U N T E R W E I G H T  R E Q U I R E D

350 kg / 772 lbs

602 kg / 1327 lbs

TO BAL ANCE EMPT Y ARM

FOR MA X LIFT CAPACIT Y

394 kg / 869 lbs

T E C H N I C A L  S P E C I F I C AT I O N S  —  G F - 8  X T E N  C R A N E  S Y S T E M

V E R S I O N  X T E N  7 V E R S I O N  X T E N  8

Horizontal position
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Highest position Lowest position
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Horizontal position
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C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

C R A N E  &  B A S E  D O L LY  W E I G H T
( E X C L .  C O U N T E R W E I G H T )

Please note: Technical specifications are subject to change without notice.

Measurements in mm, unless otherwise specified


